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RESEARCH MEMORANDUM

DESIGN AND PERFORMANCE (OF EXPERIMENTAI, AXTAT,-DISCHARGE
MIXED-FIOW COMPRESSOR
I - IMPELLER DESIGN THEORY

By Arthur W. Goldstein

SUMMARY

An axlal-discharge mixed-flow compressor, which ls especlally
edapted for Jet engines because of the large mess flow per unlt
frontal area, 1s described. The basic concept of the design pro-
cedure is the incorporation of conditions for efficlent flow into
the deslgn equations so that all reascnable cases can be computed
without investigating the effect of a large number of design param-
eters. General equations of relaetive fluld motion are developed to
show clearly the assumptions Involved, and the empirical character
of the simplifications employed to render the system of equations
solvable and to complete the design.

- The begt Impeller was selected on the baasils of the meaximum
alr-flow capaclity, which was 19.6 pounds per second for a l4-inch-

) diameter Impeller wilth a tlp speed of 1480 feet per second and =&

- pressure ratio of 3.5.

INTRODUCTION

The centrifugel compressor has the advantage of high pressure
ratio In a single stage, simple construction, mechanical strength,
compactness, and reliabllity, but is handicapped by relatively low
efficlency and low mass flow per unit frontal area. For high-speed
Jet engines, the frontal area is importent from the standpoint of
drag and mass flow 1s important fram the standpoint of power. The
axlal-flow compressor, on the other hand, has the advantage of high
efflciency, high alr-flow capaclity per unit frontal area, and ease

- of stagling, but is complicated and expensive to manufecture, frag-

ille, and relatively heavy. A compressor combining the best features

of these two types would be rendered compact, simple, light, and

strong by accomplishing the compression in rotors of high blade
e RESTRICTED
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solidity and work output, and would be reduced to & small frontal
area by having the air directed axially at the entrance and exit

of the impeller and in the diffuser. The apparent lower efficiency
of the centrifugal compressor could probebly be improved by the
dovelomment of a more rational method of design, thus Justifying
the development of a compressor with high blade solidity and com-
Presalon in a single stage.

A compressor of this type was therefore developed with &
maxipum internal diameter of 14 inches including the diffuser, an
equivalent tip speed of 1480 feet per second based on stagnation
inlet conditions, and a compression ratio of 3.5. The air flow
wvag to be maximized in the design process.

AERODYNAMIC BASIS OF DESIGN

The basic problem of the design 1s to aseign the correct
veloclty distribution at the impeller entrance and exit and to
select dimensions that will produce maximum weight flow for a
prescribed outer diameter, rotative speed, and pressure ratio.

A study of the effect of all design variables on air-flow capacity,
however, is a stupendous task because of the large number of cases
that must be computed. Relations between the design parameters
are therefore established on the basis of certaln assumptions as
to how the air could be efficiently handled and the independent
varilebles are reduced to two, thus permitting an evaluation of all
reasonable designs with minimum effort.

Equations of flow at the entrance and exit are first developed
and these flows are related by means of conditions for efficiently
handling the alr. This part of the design 1s completed with a
maximized flow before the impeller shape is determined. An
Impeller shape ia then computed to accomplish the desired change
in air flow and state from the entrance to the exit. General
equations of motion in the impeller are developed in order to
indicate clearly the basic assumptions made 1in obtaining the shape
of the impeller hub. Appropriate simplifications are used to per-
mit an easy solution for the impeller design. Stream-filament
methods are used in detemmining the velocity distribution and
blade shape in the inducer section, and from this point downstream
a faired curve 1s used for the blade camber line.
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Baslc Assumptions

The followling assumptlions are used in estsgblishing flow rela-
tions and velocity distribubion:

1. At the entrance and exit (stations 1 and 3 in fig. 1), the
entropy is constant on an axial plane, which is the equivalent of
assuming no boundary leyer on the shrouds and equal entropy incresses
for all streamlines In the Impeller.

964

2. The gas inside the impeller flows on surfaces of revolution.

3. Tangential velocity at the casing in the discharge annulus
is 0.95 of the tip speed.

4. The velocity reduction at the blade tips 1n the Inducer
gsection 1s one-third the Incaming relatlive velocity.

5. Pressure rise allowed on the case is slightly less than the
centrifugal pressure rise on the assumption that the boundary layer
limits the pressure rise.

6. At the exit, the maximum allowed absolute Mach number
Is 1.4,

7. At the entrance, the maximum allowed relatlve Mach number
- is 1.0.

For compubting the shape of the impeller there are the follow-
ing assumptions:

1. The blade tips are shaped according to two-dimensional
stream-filement theory, which is applied to compute the velocity
on the blade swrface. Sultabllity of the veloclty distribution 1s
judged by two-dimensionel boundary-layer theory. The rest of the
blade, extending down to the root, is shaped to maintein radial
blade elements.

2. Inside the impeller the entropy 1s constant on surfeces of
revolution normel to the meridional projection of the streamlines.

3. The frictional forces on only the blades and impeller are
taken Into account; those on the case are neglected.

4. An infinite number of blades is assumed for computing the
hub shape.
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Determination of Entrance and Exit Conditions

At the entrance, it 1s assumed that radial equilibrium exists
at the impeller face. For balance of the centrifugsl and pressure
forces

V. 2
- (1)

O
RIS

where

D pressure

r radius

v absolute ges veloclty

p density

Subscript:

u rotational component

From thermodynamics, with the assumption of constant entropy,

dﬂn%dp (2)

and
ve
2

E =B -5 (3)

where

B enthalpy
Subscript:

t stagnation state

Substitution gives

(4)

E1&
B8
&le
93
AL
vl
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At the entrance, the, stagnation enthalpy is constant because of the
constant energy level, and (4) reduces to

2
& (F)- - a e @

where the subscript a Indicates the exial veloclty coamponent. The
mess flow W between the cylinder of radius r and the case r,
is

Te

W= 2x p Vordr (6)
r

The impellers considered are to have subsonic internel relative
flow and the relastive velocity at the entrance blade tips is there-
fore assumed to be sonic. The mathematical expression for this
condition is

2 2 2
(va.,c,l) s IE%,I)Z + 2w (rc,lvu,c,l) -of (rc,l):l

- (v"u:i.,tz,Zl.re,l)z/(rc,l):a (7)
where
a sonic veloclity
¥ retio of speciflo heats
W angular veloclty
Subscripts:
e case
1 Impeller entrance
Station numbers and socme dimensions and flow parameters are shown

in figure 1. For convenience, the symbols used in the text and
appendix A are listed in appendix B.
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With these three equations for the entrance flow, insufficient
relations are esvailable to establlsh the flow there. At the exit,
additional conditions are required to prevent the work output and
exit Mach number from varying too much. In order to apply equa-
tions (5), (6), and (7) it 1s therefore necesseary to relate the
entrance to the exit flow and to apply the conditions imposed on
the exit flow to determine the entrance flow.

Flow on Impeller Blade Tips

The gas near the blade tips 1s esssumed to be compressed to
such a degree in the inducer section that the boundary layer on
the blade tips will separate from the blades with a further pres-
sure rise In a reasonable distance. Downstream of the end of the
inducer, a pressure rise In the radial direction slightly less than
that due to centrifugal force is therefore allowed at the case.

In symbolic notation,

dp < pof r, ar,

There 1s an entropy rise of the alr and the pressure rise is
therefore arbitrarily reduced

1,2 as

=@ r -T
p ar, c ar,

where

S entropy

T absolute te:npérature
But

16 __pd (&
pd&r, .0 A, ar,

and Euler's equation cambined with the energy equation gives for
any stresmline

dBy = wa(xV,) = <H VZ)

g6
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v Therefore,
2
w2 r = wd(rcvu,c) _ 4 Ve )
¢ dr, dr, \ 2

If the relative velocity v 1s Introduced, the solutlon of the’
equations is found to be

Vo = constent = v, o = Vo 3 (8)

where the subscript 2 indicates the end of the inducer section
before radial flow begins and 3 Indicates conditions at the
impeller exit. A compression in the inducer 1s estimated as
feasible with

1/2
2 _e 2 2
Ve,2 =% V,1 =3 Eva.,c,l) + (vu,c,l - “’rc,l):l (9)
Flow at Tmpeller BExit

If the blade tips at the exit are directed axially &t this
point the tangentlal component of the velocity is

Va,e,3 = Vu,c,3 + Wg,3 = £ 0T 3 (10)

where f 1s the glip factor. For the impellers under considera-
tion, eighteen blades are used, and an estimate gives f = 0,95.
The axlal-flow component is then .

= 2 2 _ 2 2,2 2
Va,c,3="a,c,3 = /\/(vc,S) - (Vu,c,s) = !\/(Tc,z) -(1£)% w (rc,3)
(11)

In the discharge snnulus the veloclty components will vary In some
manner from the values at the tip. If a linear variation of the

quantity (Vy 3)2/rz is prescribed,
(Vu,s)z _ (Vu’h,;g)z . Kvg,c,3)z/rc,3]'_Evu,h,3)2/rh,§ (
rs  Th,3 (*o,3 = Th,3)

rz - Tq,3)
(12)
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where subscript h 1indicates the inner-radius (hub) or blade-root
value. The enthalpy at the exit 1s a fundamental compressor per-
formance paremeter, and 1s, of course, related to the exlt veloc-
ities. Because of limits to be imposed on the exit gas veloclty at
the blade roots, the enthaelpy at the exit will be related to the
Mach numbers of the absolute and relative flow at the blade roots
in the discharge annulus. If equation (4) iz now applied at the
exit and (12) is substituted, the resultant equation can be inte-
grated to glve

2 2
Hs ~Bp 3= v u,h,3 + u,c,3 _vzu)h:zb (rs - rh,S) l:r -1y :l
22| Th,3 Te,5  Th,3 | &{To,3-Th,3)| L3 "B,3

(13)

or

To,5 = 3| [Fums)? | (o5’
Hy,5 - Bp,3 = [ch > rgs:l I: w,h,3! | 1Tw,e,3 (14)

Th,3 Te,3

The Mach number at the exlt must not be too high for efficient
diffusion. Its value is given by

(15)

O

The relative Mach number M' 1is also of significance because its
megnitude will indicate choking flow in the impeller. It is
related to other flow variebles by

a0 )2 o (vs)2 - (75,3)2 + (VW 3 - wrs )?
57 T -DEs (7-1) Ex

w?(r5)2 - 2ursV,

eV (16)

r5)% = (157 +
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The value of Hy at the root (H, 3) from (16) is substituted in

(14) to give the value at the case related to the Mach numbers at
the root

g 5 = 2,5 Yu,h,5 - W (xy 3)?
»3 2 2
(7-1) [0, )% - (w1, 5)Z]

- 2 a
» ous ~ *n,3) (Wu’h’s) ¢ Sneus) ) (17)
a r r
h,3 c,3

There are now avalleble sufficlent relatlions to determine the
complete flow at the entrance end exlt wilth only two Independent
paremeters, provided there are reasonsable limitetions on the flow
condltions. A number of designs are therefore computed with
various sasigned values of these parsmeters and the design is .
selected on the basis of the best air-flow capacity. The assump-
tions end procedures for computling the entrance and exit velocitiles
are nov summnarized.

SCHEDULE OF DESIGN COMPUTATIONS

For all Impellers to be designed, the work output per pound
1s assigned and ¥known. Consequently, from the state of the enter-
ing gas (Pt,l’ Ht,l)’ H-b,c,s is known. The work output varies

from stresmline to streamline, and therefore the mean work output
per pound is known only approximately. The rotative veloclty w
and the maximum frontal dimension Te,3 &are also essigned.

Computatlons at Case
1. From the assigned d&ata, Yu,c,3 and 'V'u,c’s are compubed

by means of (10), which assumed axially directed blades at the
exlit near the case. The Euler eguation

Hy,3 ~ Hp,1 = o{rsVy 5 - 1%y, 1) (18)

can then be used to find the entering moment of momentum at the
case (rg 1Vu,c,1)-
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2. The particulsar design belng Inveatigated now enters into
conglderation by assigning values to T, ,1 and rh z. The

assigned value of r, j permits the canputa.tion ot Vu,0,1 from
(rc 1Vu,c, 1). The velue of Ty,3 18 only tentative bedause in

some ca.ses the entrance annulus will not accammodate the entire
exit flow. Therefore, when the minimum permissible Th,1 is

computed, the corresponding streamline position at the exit must
be found and the exit annulus cut off at that position.

3. Equation (7} 1s waed to find Va,0,1+ & relative Mach
number of 1.0 at the entrance blede tips 1s assumed.

4. For the exit at the case, equations (8) and (9) glve Ve,1s
Vo, 20 end v, ,3° With v, )3 and v, 4,3 ~equation (11) deter-

mines Vg ,C,3 which wi’ch A ,0,3 is ased to £ind Vs,3. Then
the entha.lpy Hc 3z 1s computed. from

E-g - (19)

By assuming an efficiency for the impeller (O 85), 1t 1s possible
to f£ind Pt,0,3 and p, 3 from

- 2
y-~1 -1
Pe,3 = ("H’E‘é' Pros |y Pties (Fos ) (20)
) E‘b,c,S RTt,c,S 7-1 Ht,c,s H‘b,c,3

where R 1is the gas constant.

Computations at Exit

5. The first step in computing the flow conditions and gas
state at the exit 1s to find the conditiona at the blade roots.
Because the Mach number increases with decreasing rz, and because

the efficiency of normal shock compression drops rapldly for Mach
numbers increasing above 1.4, a limit of Mh,s = 1.4 18 taken at

the root. There are two possible procedures for the next step.

(a) The meximum flow at the blade roots is assumed by
setting M'h z = 1.0. With these values for the relative and

absolute Mach numbers, equation (17) then determines Vi, h,3s
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and Hp,3 1s them compubed from equation (16). Egusbtion (15)
1s then employed to find Vy 3 and Bt ,h,35 Va,h,3 is com-
puted by a right triangle formmla. In completing a design begun
on such a basls, it was found thet the flow limitation occurred

at the entrance rather than the exlit and the condition
M'h,s = 1,0 was therefore discarded.

984

(v) An alternative procedure assigns several vealues of
Eb,h,s for each rh,s. When the entrance flow is computed for

esch case, 1t is found that thls flow could be accommodated =at
some radius for the root at the exit. Of the values of the
exit root radius thus found, that which is equal to the assumed
™h,3 then gives the desired Hg ,h,3. For any assuned value

of Hy p,3, the procedure would consist of first finding En,3

and Vp,3 from equation (15). Eguation (14) is solved for

vu,h,s and Va,h,s then found, thus determining all needed

flow conditions at the blade roots.

6. In computing the variation in fluld astate and fiow condi-
tlons at the exit, Ht,3 is assumed to vary linearly wlth radlus

between the value at the case and that at the blade roots. Egua-
tion (13) gives Hz &and (12) determines Vu,5- Then

) (V3)? = 2(8; 5 - Bs)

. (Va5 = (V)% - (% 3)?

and by assuming isentropic conditions at the exit

1

E; V"t
Py = Po. 3 Ec———,s (21}

For correlation of the entrance and exlt streamlines, the mass flow
¥z between the cese and a cylinder of radius r; 1is required.

rc,3
_ W=2xr Pz Va’s r; drg (22)

Tz
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Computations at Enbrance

7. Computations of flow at the entrance use equation (18),
which gives

1
Ty V1 = 5 (B, - By, 3) + 73 Vy,3 (23)

The entering moment of momentum rj Vu,1 is therefore known as a
function of rz, the radius at which that element of gas leaves

the impeller., However, the value of the mass flow W; between
radius ry and r, 1 1s the same as that between rz and Yo 3
2

for the same stresmiine ; that 1s,

1
W(ry) = -2x Py Vq,1 71 91y
rb,l
Ty
W(ry) = -2x Pz Va,3 Ty d.r:5 = w(rs) (24)
¥e,3

establishes a relation between the correasponding r and re for
any streamline. (The mass flow density Py va,l is not yet Imown.)
At the exit rs Vu,3 "is a known funoction of W and equation (23)
therefore algo gives ry Vu,l as a function of W. Equation (5)

glvea
Ve, 2 AryVy,1)* (25)
aw 2 aw
(1‘1)

which cannot be solved directly for (Va,l)2 es & function of W
because r; 1s not imown as a function of W. The guantity
d(rlvu 1)2

&7 is a known function of W, however, and can be evaluated

984
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a(r1Vy,1)% drgs g Hy 3
—d . g3 —— — -
aw 2(r1Vs,1) T &y (5,5 T e

But
s 1

Also, Ht,3 and (Vﬁ,s)z/rs are linear functlons of rz; con-
sequently

aBy,5 _ H5,30 - Bo,3m

dry ¥s,37%h,3
end
2 2 2
& (v o) = Va3 (rs) Bvu,g,S) /rc,a_[ - l:(vu,h,s) /rh,:';l
drg “T3T,3 2 2Vy,3 To,5 - Th,3
Therefore
b= - d(rlvuil)z - rlvu,l
aw *r3 Pz Va,3
2 2
¢ 3vﬁ,3 + r3 (Yﬁlp,s) (vg,h,S) _ By c,3~Et,n,3
Z "2Vy,3(re,5 - Th,3) | T, 5 Th,3 (*c,5 - ™h,3)
26)

can be evalusted from exlt computatlions as g function of W before
solving for the entrance flow. Now equation (25) can be written

cl(v%l)2 o
aw (rl)z

(27}

and equation (24) can be expressed
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d(x 2
&r)” 1 (28)
aw nplva,l

The system of equations (27) and (28) can be mumerically integrated
by the Kutta-Runge method.

Another scheme of good asccuracy for this special system was
devised. Eguation (27) casn be expressed’

(v, 1)° 1
z =" 2
d.(rlvu’l) (I‘l)
or
&y . .1
dx (rl)z
vhere for convenience y = (v& l)2, X = (riVﬁ 1)2‘ Then
. 3 2
a2y 1 4(ry)? 1 aw a(ry)?
2" T ax 1 a
ax®  (ry) (r)" Almy¥, )2 W

1
z
1Py Vq, 10 (T9) (29)

f o

A Taylor's serles expansion for y 1is

y(x+a) = y(x) + Ay (x) + 9—; y'(x) + g y'"(x) +

or

_ 3
7(x-8) = 7(x) - a7*(x) + & y"(x) - r i (x) 4 4

¥86 -
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v Then
7(x+A) = 2y(x) - y(x-A) + ASy"(x) + + (30)
and
F(xia) = y{x-a) + 287* (x) + 2 85 3 (x) + (31)

In sterting the solution, a small increment in (rlvu,l)z is used
end the term %‘-As ¥ (x) in equation (31) is neglected to obtain

(Va, 1% = (Va,1%)a = - [(rlz) e )J&vu,frfna RN

(32)

as the difference in axial velocitles sguared a.t two inlet radial
stations a and b for the estimated valuwe of (rl )b. The mean

value of plva. 1 for the step is then estimated, utilizing the-
guess for (rl )b to compute the value of Py at the average

position by means of the stagnation density and the velooclty. With
this mean value of plv ,1 for the step from a to b, a better

estimate of (r;%)b 1s obteined from

(112 - (132 = ’?51%'__ (W, - W) (33)

where Wy and W, are lmown in advance for the corresponding step
in  (ryV, l)'b (rl 1) The new velue of (rlz)'b caen then be
used aga.in in eq_ua.tion (32) and the process repeated to f£ind the
value of (rl )b that checks. After one emall step has been

taken, equation (30) is used because it neglects only the fourth
end higher derivatives. The size of the interval can be doubled
after the second step because of the higher accuracy of the fonm:lle..
In the case of eguation (30), the steps are uniform in (rl l)

Then equations (30) and (29) give
1
( 4
©(P1Va,1#71 b

[er2,120 - 127,120 (s4)

(Va,1%)a = 2(Va,1%)p = (Vg,1%)a +
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and parsbolic (second degree) integration of (28) glves

B

o e e
(rlz)a = (r%)y = - [(rl el )c::z ::(rl 2t )b}

1 8 S
x |- i+ p— +
[ [(M plva., l)a (I"lplva., l)b (leva, l)d]
(35)

In equation (35), (va.,l)d and ny are known, but (pl)d. is not.
If en estimate 1s made, then (rlz)d and hence

1
(Vy,1) = ry (Tu,17)

and finsally p; ocan be computed. Eguation (35) is repeatedly

uged until the estimated and computed values of (rlz)d agree.

The method fails if (rV, 1) as a function of W 1s constant;
, - : €

in thet case however, a much simpler method of solution is avail-
able because equation (25) indicates (ve.,l)z 1s constant, and

(Vh,l)z and hence p are known functions of »,. The solution .

of equation (28) by Simpson's rule then identifies the variation
of ry with variations in W.

8. At this stage of the computations the entire velocity dis-
tribution at the entrance and the exit is known, and the mass flow
1s also known as a functlion of radilal position at the entrance and
the exit. Examination of the veloclity dlagrems indicates in some
cagses a radius at which it is deslrable to set the blade root.
Computation of the blade stress at the roots also imposes limita-
tions. If the blades are tapered with increasing thickness toward
the root, blocking of the flow area may indicate a desirable radius
for the root. By such considerations, a blade-root radius is
decided upon and a mass flow established for the assumed values
of Yo 1 and Ty =-

s 2

DESIGN OF IMPELLER
After the best gas velocity distribution has been cumputed at

the entrance and exit, the next problem i1s to design an impeller
between these planes to accomplish the desired turning of air.
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Inducer Section

The inducer section is regarded as that portion of the impeller
where the alr recelves an initial compression with no redial flow
at the case. At the end of the inducer section, the flow area is
made as large as possible by designing for no radial flow at the
root. Conditions at the inducer exit are estimated by the 4if-
ferential egquations of motion on the assumption of a certain pre-
seribed relative velocity at the case. (See eguation (18).)
Tnside the impeller

v2
Hy = H+ o =Hg,1 + w(rzVy,2 - T1Vu,1)
The quentity

142 1.2 _1,22_ -
H+-§V -eru=H+§v Ewr =Et,l mr]_vu,l (38)

ig therefore constant for any one streamline, end the relatlve
stagnation enthalpy H + (v2/2) chenges on any streamline only
as a result of change in the potentlial energy 1evel (u?/2).
Equation (4) 1s then

2 dr
ag  (Wu) a 1,4 1 a2
- e e (V) -3 7
- In terms of relative velocity
d Vz _ (vu)z d (2, V. ) aw
T \T) " - ZO.W'u - m-ﬁ 1'u,1) & (38)

Continuity gives

EH--Z::r v
dr P Va

Tn accounting for the area blocked by the blades, the quantity
onr - (Bd/cos V) must be used for 2xr where
B number of blades

d blade thickness
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V¥  eangle between direction of axis of rotation and intersection
of blade surface with clrcular cylinder a'bout a.xis of
rotation

The corrected mass-flow equation 1s

g‘_z.=-<2:w- Bd)pv cos Y (39)

cos Y

For structural strength it is prescribed that radial lines through
the blade tips be blade elements and consegquently

ten § = (r/r,) ten Y, (40)

Isentropic conditions are assumed at any axial depth; from this
assumption the density varlation la estimated by means of

2
-1,
b= P, (%) . (41)
in conjunction with (36) rewritten
=By -omVy g -5V + 5 (£2)

The equation of motion 1s then

d_LVZ/z) ) [ . . L :]
daw (2nr - Bd sec Y} pv cos ¥

. :
xEr—sin ¢+2vwsin\£]-w—(—%w—u‘}-'-)— (43)

This equation may be solved simultaneously with eguation (39) by a
step-by-step process such as the Kutta-Runge method. The gquantity

© == (rlvu,l) is a known function of W and i1s computed before
the inducer section is designed. The boundary value for vsp = Ve,2
is also known, but ¥, 1is not. A solution is therefore obtained
for several values of VY, and the one giving the desired value for
ry, 1s selected. ' '



Security Classification of This Report Has Been Cancelled

‘786

WACA RM No. BEFO4 1s

The blades must be turned from the entrance direction rapidly,
especially in the beginning because the blade thickness may cause
a veloclty rise before the diffusion process is begun. The veloc-
ity distribution at the blade tips is estimated on an assumed
camber line by bthe stream-filament method as outlined iIn refer-
ence 1. A check for boundary-layer seperation 1s then mede fram
the calculated velocity distribution and the sultabllity of the
assumed design so evaluated. Modifications in shape are indicated
by thke desired change in velocity. The rest of the inducer blade
surface is shaped according to equation (40).

Mixed-Flow Sectlon

From the end of the inducer section to the impeller exit, a
smooth surface of revolution 1s assumed for the shape of the case,
end on this surface the curve representing the blade shape at the
tipe is assumed. The blade surface 1s then obtained from equa-
tion (40). The guantities r, and VY, are then known functions

of the axial depth, and therefore V¥ ig known at every polnt. The
boundary condition of constant v, 1s attained by properly sheping
the root. The equations utilized in this step are derived in
appendix A, and are listed here for continuity. The mass flow
between two surfaces that are meridlonal proJections of the stresm-
lines 1is .

Bd
cos o

-dW = pv (2::1' - ) cos a dn (44)

end the wvariation in relative veloclty 1s determined by

a(v2/2) _ _ v
aw o (21(1‘ _ __Ba )
cos a
% cos a _ (_Zc_n s sin cs) gin o cos @| _ d(wrlvu,l) (45)
Ry v r cos o aw
where
o angle between veloclty and meridional component

dn olement of length in meridional plane normal to meridional
velocity component
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R, radius of curvature of meridional projlectlon of streemline
o) engle between meridionsl component and axis of rotation

If the blade consiats of radiallelemen'bs then

r tan «
tan ‘y=thmwc=coscp (48)

Fluid density is related to that at the case and the enthalpy of
the fluld by :

2

7=1
L . (£ :
™ <H° ) (n

The density at the case Po is computed on the assumption of

constant efficiency during the compression process. Xquation (46)
is evaluated on a plane normal to the axis, and equation (47) i1s
evaluated along the curve n, which consista of the line
elements dn. An infinite number of blades and constant entropy
along the n-curves are assumed. This system of equations 1s
solved by taking small increments in the mass flow and evaluating
the position of the streamline next to end inward from the one
already known. The velocity 1s also evaluated at thls streamline.
The new streamline poslition 1s computed throughout the whole
impeller before moving on to the next streamline. By this method
It 1s possible to evaluate R, and solve the eguation. When the

entire mass flow 1s thus accounted for, the shape of the hub is
outlined by the last streemline.

Impeller Design Dimensions and Performance

The foregoing system of computations resulted in an impeller
with the following design dimensions and performance character-
istice:

¥86
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Dimensions:

Redius of case at entrance, inches . . . « « « ¢« « ¢« ¢« « o« « o 5.62
Redius of case at exit, inches . . . . ¢« ¢« ¢ ¢« ¢« ¢ ¢ ¢ « o « « 7.00
Rediel blade clearance, InCh « « « ¢ « o « ¢ o « o o o « o o « o040
Raedius of root at entrance, inches . . . . . ¢« « ¢« « ¢« o o o o 2.75
Redius of root at exit, inches . . . . . . ¢« ¢« ¢« ¢ « ¢« &« « « o 5.80
Flow Characteristics et Exit:

Absolute Mech number &b CASE . & ¢ &« « « ¢ ¢« o « « o « o ¢ « « 1.28
Absolute Mach number &t YOOt . « & ¢ o &« o « o« ¢ ¢ ¢ o « o o « 1.40
Relative Mach number &b C8I€ .+ « o ¢« « « o « s o o o« « ¢« o s o 80
Relative Mach number at root . e e ¢ o o a s a e a o s s s <15
Rotation velocity component, feet per second . . . « ¢« o « . o 1400
Axiel velocity component at case, feet per second . . . . . . 710
Axial velocity component at root, feet per secomd . . . . . . 8640
Impeller veloclty at 7-inch radius, feet per Becond . . . . . 1480

Performance:

* & o o e 3-5
e e o o 19.7
¢« o o e @ -85

Average pressure ratio . . .
Mass flow, pounds per second
Efficiency near cese . . . .

The conditions at the exit are shown in figure 2 and those at the
entrance in figure 3. Because of the constant entropy assumed at
the exit the efficiency of campression is lower for streamlines
near the root because of the lower work Input.

EVALUATION OF DESIGN PROCEIURE

The fundemental objective of the design method was to find
gufficient reasonsble restricting conditions on the types of flow
go that the number of variable design parameters would be as small
as possible. The highest alr-flow capacity design for varliation
of these paremeters could then be found with a reasonable amount
of labor. Scme of these restrictions are quite arbitrary, such as
the energy conversion possible in the Inducer and the limitation
of the sbsolute Mech number to 1.4 which was chosen because of the
high efficiency of normal shock compression at thils value. How-
ever, efficilent diffusers can be designed at higher Mach numbers by
utilizing oblique shocks.

More exact calculations of flow detail are also desirable,
especlally at the impeller entrance where radial flows exist.
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More detall of the velocity distribution on the blade surfaces inside
the impeller 1s required to account for three-dimensional flows. To
utilize such a knowledge to the utmost, however, solution of the
equations for the boundary-layer flow on the rotating blades is
required in order to decide what 1s a good velocity distribution.

No such solution exlsts.

One can therefore say that the design procedure is partly
rational and partly empirical. Becsuse the analyticel solution of
these flow problems is not in lmmediate prospect, experimental
techniques rmust provide some of the information required for the
step-by-step improvement of this promising type of compressor.

Flight Propulsion Research Laboratory,
National Advisory Committee for Aercnautics,
Cleveland, Ohilo.

984
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N APPENDIX A

EQUATIONS OF INTERNAL RELATIVE FIOW IN IMPELLER

The ges inside the impeller is assumed to flow on surfaces of
revolution, which permits an extensive simplification of the egqua-
tions of motion. For_a compressible fluid with absolute velocity v
and steady welocity v relative to the impeller, which rotates with
sngular velocity w, the equation of motion is

w2

vé-?x(vx?)+‘3§’- T+2vx 0+ F/p (1)

The bar over the symbol indicates a vector q_uantity; F is the
force per unlt volume exerted by viascous forces and bodies dis-
tributed in the fluid. The term

is the centrifugal force where
W=0XT linear velocity of rotation
V=u+v sbsolute velocity
2v X © Coriolis force
. From the laws of thermodynamics, the egquation will be modifled by

expressing the pressure end density in terms of other gas-state
functlons

1 y2
EVP = VH -'I‘VS-.-V(Eb - 7) - VS
In the section on inducer deslign, it was found that the quantity
h= -Vumr=Ht-E-?=E+—2—-u-2— (2)

was constant on streasmlines in the inducer. This quantity is
introduced into the eguations of motion in order to determine the
conditions for which 1t 1is constant for streamlines in the impeller.
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(1/p) vp = vh - TVS + (vu2/2) - vvi/2
Equation (1) then becomes

vh =TvS + v X (2o + vx V) + F/p (3)

This equation shows that the condition for h constant on &
streamline (v'vh = 0) 1is

T%s_':—Fv/p. (4)

. where O/0s 1s the derivative along a streamline and F, 1is the

component of F perallel to v. The entropy rise is a result of
friction, and hence F, 1s a frictional component of force. The

rest of the force 1s normal to the velocity vector v and is
designated as a lift force F;. Because h 1s constant along any

streamline, then changes in h msay be determined from values on _

different stresmlines at the impeller entrance. At the entrance h
1s constant for different streamlines at the same radius. Becsause

the flow 1s assumed to be on surfaces of revolution, h 1s there-

fore constant on surfaces of revolution; that 1is,

1—1'Vh = 0

The only remainlng component of vh is therefore normal to Vv
and u and is parallel to the unit vector _

ﬁg_.;_?.(_.a_ (5)

J (¥ x n)¢

vwhich is in the meridional plane and normal to the projection of v
on that plane. If the assumption is made that VS 1g parallel to
AF)

TVS = - (%Fv)/p

Fifo+vx (2Go+ vx V) a'ﬁ%—=vh

where 4 1s a unit vector perallel to ¥.
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* It is now assumed that the 1lift force i"z 18 on the surface

of revolution formed by the stream sheet as well as normal to the
velocity. Thus, F; is normal to fi, and therefore,

B _ AT x (25+ v x¥) (6)
on
Fguetion (6) provides the basis for computation of the streamlines

in the impeller.

For greater convenience the velocity is broken down into two
components v, ‘the meridional component and v, the rotational

camponent. Then

AT Xxw=voXHh=7Ucos gfr = v, ucoso/r=rv,wncosp

Also,
TXVXT=vve/[2 - Tovv¥
and
Toovr = (Vg + V) - v(vmﬁ+vu Q) )
. ; oV

=vm2$+ﬁvm-ﬁ+ + eto.

2 3 o ov.

m Vim Va Yu ““m

=ﬁ-§;+vm&—+ﬁvmg+ﬁ?-6—e-
v 9 2 avu
+—£-mvu8:ln P-F % *xVuJg

ov.
l"'m -
where ¥ Jg is the derivative In the direction of u. Xgua-

tion (6) becomes
w2 TR

. a_an.[lfl-(vz/z)]=2vuwcos cp--;B;-+-l;—coscp (7)
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Because the stagnetion enthalpy 12 assumed to be uniform at the -
entrance to the impeller, eguation (2) gives

él.". _ a(l-l-l'?l)

on on

so that eguation (7) beccmes

ov Yu vmz vy? 1 o(uy-¥y)

If an infinite number of blades is assumed with loading and volume
dispersed in the fluid, the variatlion of mess flow 1s

Bd
- dW = pv, (21"(!‘ i (8)
Then
3(vE/2) _ | v __
T e )
. p (@nx cos o
cos & _ (2w  sin a) sina cos @ _ 4 (7. .¥ 9 .
X[Rm <v+ r) cos o ] dW(ul 1) (©)
The quantity d(uy-Vy)/dW 1s a known function of the particular .

streamline in application of this equation to impeller design.

The angle VY between the axial direction and the curve formed
by the intersection of the blade with the circular cylinder abcutbt
the axis 1s related to o and o by

sin a - tan a
cos pcos o co8 O

tan V = (10)
If the blaedes conslst of radial elements,

tan q;=r£tan¢°
[+
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APPENDIX B

SYMBOIS

a7

The following symbols are used in the text and the appendix:

sonic velocity

nuwnber of blades

thickness of blade-

force exerted on fluid by blades and viscous forces
slip factor for dlacharge tangential wveloclty
enthalpy of gss

Mach number of absolute velocity

Mach number of relabtive velocity

coordinate on curve in meridional plene and normsl to the
relative velocity

pressure
gas constant

radiue of curvature of merldional proJection of streamline
radial distance from axis of rotation

entropy of ges

coordinate along & streamline

absolute temperature

linear velocity of rotating impeller

gbsolute veloclty of gas

relatlive veloclty of gas

mass flow between two stream surfaces of revolution
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@ angle between meridional component and resultant relative gas =
velocity §
y ratio of specific heabts of ges _ e
ar Wy 1)2
W - aw
p ges density _
P angle between meridional and axial components of gas velocity
' ten™T (vu/va)
w angular velocity of impeller e
Unit vectors:
£ in direction of relative velocity v
@ in direction of velocity of impeller u
a in meridional plane normal to stream surface of revolution
__fx% f
S8 x 2)2
) parallel to projection of relative velocity curve on )
meridional plane. (Normal to fi and )
Subscripts: . . L
1 Impeller entrance -
2 Inducer exit
3 impeller discharge
a axlal veloclity component
c cagse value (at blade tips)
h hub value (at blade roots) .

1ift
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m meridional velocity component

r radial velocity ccmpornent

984
ct

stagnation state

u rotational velocity component

REFERENCE
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Figure 1..- Experimental axial-discharge mixed-flow impeifer.
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